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CUSTOMISED LIGHT SOLUTIONS

LED SYS-90
EINBAUSTRAHLER
LED SYS-90 
RECESSED SPOT
INFOBLATT | INFORMATION SHEET

DEUTSCH ........................................................................................2

ENGLISH .........................................................................................3

EINBAUSTRAHLER



SCHWARZ
Art.Nr. 113338

SCHWARZ 
Art.Nr. 113355

WEISS 
Art.Nr. 113336

WEISS 
Art.Nr. 113356

chrom matt 
Art.Nr. 113337

chrom matt 
Art.Nr. 113431

WEISS
Art.Nr. 113339

LED Einbaustrahler Sys-90 
12 W | 3000 K + 4000 K Color Switch

Art.Nr. 113335

LED SYS-90 EINBAUSTRAHLER
COLOR SWITCH | FARBTEMPERATUR WÄHLBAR

WAHLWEISE WECHSELN 
ZWISCHEN 3.000 K UND 4.000 K 
1 Einbaustrahler + 
7 auswählbare Cover

12 WATT | IP44 | 1.120 LUMEN
INKLUSIVE EXTERNEM TRAFO

LED SYS-90
Einbaustrahler
ÜBERSICHT

COVER ALUMINIUM

COVER ALUMINIUM RÜCKVERSETZT

Farbtemperatur 
per Dipswitch wählbar
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F

ULTRAFLACH
Color Switch 
FARBTEMPERATUR WÄHLBAR



LED SYS-90 RECESSED SPOT
COLOUR SWITCH | COLOUR TEMPERATURE SELECTABLE

ALTERNATIVELY SWITCH 
BETWEEN 3,000 K AND 4,000 K 
1 Recessed spotlight + 
7 selectable covers

12 WATTS | IP44 | 1,120 LUMENS

INCLUDING EXTERNAL 
TRANSFORMER F

LED SYS-90
Recessed spotlight
OVERVIEW

ALUMINIUM COVER

ALUMINIUM COVER SET TO THE REAR

Colour temperature 
selectable via dipswitch

ULTRA FLAT
Colour Switch 
COLOUR TEMPERATURE SELECTABLE

OVERVIEW

BLACK
Item no. 113338

BLACK 
Item no. 113355

WHITE 
Item no. 113336

WHITE 
Item no. 113356

matt  chrome
Item no. 113337

matt  chrome
Item no. 113431

WHITE
Item no. 113339

LED recessed spotlight Sys-90 
12 W | 3000 K + 4000 K Colour switch

Item no. 113335
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