
UHD LED Streifen
224pcs led/meter/DC24V/IP20/10mm

 High luminous efficiency can reach 180lm/w
 Lower watts at same brightness/ energy saving
 Led with one BIN system, good color consistent
 Need to be used in conjunction with aluminum profiles
 Leds: 99.99% golden wire and copper support, super bright

leds, stable and reliable
 IP grade：IP20
 cUL /UKCA/CE/ ROHS certification

Application:

Widely used in hotels、shopping malls、furniture、cabinets、shelf，
as decoration lighting, direct lighting or indirect lighting

Installation:

3M Adhesive

Warranty:

5 years

Optical&Electrial:

Product Model Color CCT（K） Ra
Beam
angle
（°）

Lumen
(lm/m)

Efficiency
(lm/W)

Voltage
（V DC）

Current
(mA/m)

Power
(W/m)         WS07-00-2015000 W 2700 90 120 4354 162 24 1120 26.88        

NS07-02-2015000 W 4000 90 120 4838 180 24 1120 26.88        
CS07-01-2015000 W 6000 90 120 4789 178 24 1120 26.88Lumina Swiss GmbHLerzenstrasse 218953 Dietikon info@lumina-swiss.ch044 750 6474

S07-03-2015000 WW 3000 90 120 4400 162 24 1120 26.88



5M/2835 high efficiency Led strips/
224pcs led/meter/DC24V/IP20/10mm

Other features:

Product Model IP grade
Working

environment
（℃）

Storage
environment

(℃)

Length
(m)

Max
connection
Length (m)

LED Qty
(pcs/m)

N.W
(g/Roll)

SW-F2835X112-WF0 IP20 -25~+45 -30~+80 5 5 224 131

Notes：

 Testing environment temperature: 25±2℃；

 Above data confirmed on the basis of 1M sample, 4000K, RA80, IP20.
 Different IP grade with different Data.
 Mark“—”means no testing requirement.

Demensions:
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5M/2835 high efficiency Led strips/
224pcs led/meter/DC24V/IP20/10mm

Electrial principle：

Optical/Lux graph：
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5M/2835 high efficiency Led strips/
224pcs led/meter/DC24V/IP20/10mm

Schematic：

（PS：Strip positive connect to the driver positive,
Strip negative connect to driver negative）

Product and needed tools：

Product
Led strip

Needed tools
scissor

LED driver

LED driver

“+”: red wire

“-”: black wire

“+”: red wire

“-”: black wire
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5M/2835 high efficiency Led strips/
224pcs led/meter/DC24V/IP20/10mm

Installation steps：

 Clean the installation surface  Measure the length you need to
install, cut at the nearest scissor
mark line.

 For the left led strip, weld at the
next scissor mark to connect with
other connection wire.

 Do not pull the whole led strip
from the back release paper by
one time. No press on the leds.

 Connect the led strip wire to the

driver output side (Positive to

positive, negative to negative.)

 Connect the driver input side to

power-supply.

 Switch on and enjoy.

----------------------------------------------------------------------------------------------------------------------------------------

 No bending

at the point of leds

 No contortion

of the led strip.

 No bending

with Diameter<6cmLumina Swiss GmbHLerzenstrasse 218953 Dietikon info@lumina-swiss.ch044 750 6474




