20M/2835 constant current Led strips/
60pcs led/meter/DC24V/IP20/10mm

® Same brightness from head to the end for the whole 20M

strip and only need one driver powered

® Convenientinstallationanduselessinstallationaccessories

® Tc point added,which can monitor the working temperature

of LED chips
® |ed with one BIN system, good color consistent
® Longer life span with 5 years warranty

® |P grade: IP20,IP67 available;lt is specially suitable for
extrusion waterproof and no length limit

® cUL/CE/ ROHS certification

Application:

Widely used in hotels. shopping malls. furniture. cabinets.
shelf, as decoration lighting, direct lighting or indirect lighting

Installation:
3M Adhesive
Warranty:
5 years
Beamangle Lumen Efficiency  Voltage  Current  Power
Product Model Color CCT (K) Ra
) (Im/m) (Im/W) (VDC) (mA/m)  (Wim)
S15-00-1000000 Ww 2700 90 120 700 91 24 320 7.68
S$15-20-2000000 ww 3000 90 120 700 91 24 320 7.68
S15-10-1000000 NW 4000 90 120 715 92 24 320 7.68
S15-00-3000000 CW 6000 90 120 722 93 24 320 7.68
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20M/2835 constant current Led strips/
60pcs led/meter/DC24V/IP20/10mm

Other features:

Working Storage Max
IP Length LED Qty
environment environment connection
grade (m) (pcs/m)
Q0D (C) Length (m)
IP20/1P67  -25~+45 -30~+80 20 20 60
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20M/2835 constant current Led strips/
60pcs led/meter/DC24V/IP20/10mm

Electric principle:
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Optical/Lux graph:
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Flux out:410.9 1m
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